
GRINDING WHEELS

Bibielle grinding wheels serve as op�mal abrasive tool for rough grinding tasks necessita�ng the removal 
of material. With a diverse array of grinding wheel types, blends, and grades, Bibielle provides 
comprehensive solu�ons tailored to meet customers requirements.

Main Features and Benefits: Our grinding wheels ensure suitability for a wide range of applica�ons. 
Facilita�ng rapid material removal, these wheels enable customers to achieve desired outcomes swi�ly 
and economically. By adhering to the highest standards, this ensures precision and consistency in the 
grinding process. From large scale manufacturing processes to daily opera�ons on portable machinery, 
our grinding wheels provide an adaptable solu�on.

Recommended Applica�ons: Grinding wheels are commonly used in metalworking and masonry tasks. 
They are ideal for sharpening tools like chisels, drill bits, and knives. These can also be used for shaping 
and smoothing metal surfaces.

Work Surfaces: These wheels can be used on a variety of work surfaces, including steel, stainless steel, 
cast iron, aluminium, and stone. Their versa�lity means they can handle different materials and surface 
types effec�vely.
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Diam x Th x Bore Type Grade Product Code

150 x 6 x 31.75 35 m/s 1 1 WA60LV PG001
150 x 6 x 31.75 35 m/s 1 1 WA100KV PG002

150 x 13 x 31.75 35 m/s 1 1 WA46LV PG021
150 x 13 x 31.75 35 m/s 1 1 WA60KV PG022
150 x 13 x 31.75 35 m/s 1 1 WA100LV PG024
150 x 13 x 31.75 35 m/s 1 1 A36MEDV PG025
150 x 13 x 31.75 35 m/s 1 1 A46MEDV PG026
150 x 13 x 31.75 35 m/s 1 1 A60MEDV PG027
150 x 20 x 31.75 35 m/s 1 1 A36MEDV PG041
150 x 20 x 31.75 35 m/s 1 1 A46MEDV PG042
150 x 20 x 31.75 35 m/s 1 1 A60MEDV PG043
150 x 20 x 31.75 35 m/s 1 1 GC60JV PG044
150 x 20 x 31.75 35 m/s 1 1 GC80JV PG045
150 x 20 x 31.75 35 m/s 1 1 GC100JV PG046
180 x 13 x 31.75 35 m/s 1 1 WA46IV PG061
180 x 13 x 31.75 35 m/s 1 1 WA46JV PG062
180 x 13 x 31.75 35 m/s 1 1 WA46KV PG063
180 x 13 x 31.75 35 m/s 1 1 WA46LV PG064
180 x 13 x 31.75 35 m/s 1 1 WA60JV PG065
180 x 13 x 31.75 35 m/s 1 1 WA60KV PG066
180 x 13 x 31.75 35 m/s 1 1 WA60LV PG067
180 x 13 x 31.75 35 m/s 1 1 WA80JV PG068
180 x 13 x 31.75 35 m/s 1 1 WA80KV PG069
180 x 13 x 31.75 35 m/s 1 1 WA120KV PG070
180 x 13 x 31.75 35 m/s 1 1 GC100IV PG071
180 x 20 x 31.75 35 m/s 1 1 WA46KV PG081
180 x 20 x 31.75 35 m/s 1 1 WA46LV PG082
180 x 20 x 31.75 35 m/s 1 1 WA60KV PG083
180 x 20 x 31.75 35 m/s 1 1 WA60LV PG084

116



Diam x Th x Bore Type Grade Product Code

200 x 13 x 31.75 35 m/s 1 1 WA46KV PG101
200 x 13 x 31.75 35 m/s 1 1 WA60KV PG102
200 x 20 x 31.75 35 m/s 1 1 A36MEDV PG121
200 x 20 x 31.75 35 m/s 1 1 A46MEDV PG122
200 x 20 x 31.75 35 m/s 1 1 A60MEDV PG123
200 x 20 x 31.75 35 m/s 1 1 GC60JV PG124
200 x 20 x 31.75 35 m/s 1 1 GC80JV PG125
200 x 20 x 31.75 35 m/s 1 1 GC100IV PG126
200 x 25 x 31.75 35 m/s 1 1 A36MEDV PG161
200 x 25 x 31.75 35 m/s 1 1 A46MEDV PG162
200 x 25 x 31.75 35 m/s 1 1 A60MEDV PG163
200 x 25 x 31.75 35 m/s 1 1 GC60JV PG164
200 x 25 x 31.75 35 m/s 1 1 GC80JV PG165
200 x 25 x 31.75 35 m/s 1 1 GC100KV PG167
250 x 25 x 31.75 35 m/s 1 1 A36MEDV PG181
250 x 25 x 31.75 35 m/s 1 1 A46MEDV PG182
250 x 25 x 31.75 35 m/s 1 1 A60MEDV PG183
250 x 25 x 76.2 35 m/s 1 1 WA46KV PG201
250 x 25 x 76.2 35 m/s 1 1 WA60KV PG203
250 x 25 x 76.2 35 m/s 1 1 WA60LV PG204
300 x 25 x 127 35 m/s 1 1 WA46KV PG221
300 x 25 x 127 35 m/s 1 1 WA60KV PG222
300 x 25 x 127 35 m/s 1 1 WA80KV PG223
300 x 25 x 127 35 m/s 1 1 WA80JV PG224
300 x 25 x 127 35 m/s 1 1 A60LV PG226
300 x 25 x 127 35 m/s 1 1 GC60KV PG228
300 x 40 x 50.8 35 m/s 1 1 A36MEDV PG241
300 x 40 x 50.8 35 m/s 1 1 A46MEDV PG242
300 x 40 x 50.8 35 m/s 1 1 A60MEDV PG243

117


